
YOUR PRESTO POST & PANEL SPACING GUIDE

DIMENSION
A
B
C
D
E

Forcing Area
1500-2000mm
1708mm
210mm
250mm
207mm

4
75 x 75 x 2.5
Galv Tube
65nb
Galv Pipe

4' 11" - 6' 7"
5' 7"
8¼"
9¾"
8¼"

4

2000-2500mm
1708mm
210mm
250mm
207mm

4
65 x 65 x 2.5
Galv Tube
50nb
Galv Pipe

6' 7" - 8' 2"
5' 7"
8¼"
9¾"
8¼"

4
Panel Thickness

No. of Rails

Steel Posts
Square

Steel Post
Round

Optional Posts

1.0mm - 1.2mm - 1.5mm

Round & Square Treated Pine
Hardwood, Sleeper & Railway Iron

B

C

E

GROUND LEVEL
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Hi-Tensile Galvanised Steel

FREE Custom Cutting

Curve to any Radius

Minimise livestock bruising with large surface area

Safety feature - Rolled Edges

Create instant solid panels - interlock reverse rolled edges

Simple attachment to posts - three flat fastening sections

Guaranteed Longevity - high Galvanised & Zinc coatings

Quick prompt service

Made in Australia

Holding Area
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 Beef Cattle Yards
 Dairies
 Buffalo Yards
 Feedlots
 Abattoirs
 Livestock Exchanges
 Saleyards
 Brahman Cattleyards
 Calf Yards

For your Presto Construction Guide, Look on page 15

NOTE: This is a suggestion only. Rely on your own judgement.
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